
T-PLUSZ

 CHARAKTERYSTYKA PRODUKTU
PRODUCT PROFILE / ARTIKELPASS

Kod produktu / Article Number / Artikelnummer:

          Szerokość / Width / Breite: 142 cm (+/- 2 cm)

Waga / Weight / Gewicht: 350 g/m2

Ilość w belce (mb) / Number in beam / Menge im Strahl :

Dostawca / Supplier / Zuliefer: Lookban 
Kompozycja / Composition / Material: 100 % PL

       SPOSÓB PIELĘGNACJI
PRODUCT PROFILE / ARTIKELPASS

      KOLORY
PRODUCT PROFILE / ARTIKELPASS
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Nr badania:
Data badania:

Zleceniodawca: 
Producent: 
Laboratorium badawcze: 
Oznaczenie próbki: 
Opis próbki:

Montaż typu:
Pole powierzchni próbki:
Objętość komory
pogłosowej:

G

 [s]  [m²]

Podpis:

Warunki środowiskowe:
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Komora pogłosowa, z próbką:
Temperatura: 
Wilgotność względna:
Ciśnienie atmosferyczne:

22,4 °C
70,8%

100,7kPa

Adam Arentowicz

LOOKBAN SP. Z O.O. ul. Łobeska 7, 60-182 Poznań 
LOOKBAN SP. Z O.O. ul. Łobeska 7, 60-182 Poznań 
CTO S.A. Zespół Laboratoriów Badań Środowiskowych. Laboratorium Badań Wibroakustycznych
LA2093 
Materiał "T-Plusz". Odleglość od ściany: 30 cm. Wymiary tkaniny: 2,98 x 5,60 m

Komora pogłosowa, pusta:
Temperatura:
Wilgotność względna:
Ciśnienie atmosferyczne:

21,9 °C
66,6 %

102,3 kPa

2023-09-13

Oznaczenia:
f - częstotliwość, w pasmach tercjowych [Hz]

T1 - czas pogłosu komory pogłosowej, pustej [s]
T2 - czas pogłosu komory pogłosowej, z próbką [s]
αS - współczynnik pochłaniania dźwięku
αP - praktyczny współczynnik pochłaniania dźwięku

2AT - równoważne pole powierzchni dźwiękochłonnej badanej próbki [m]

Pomiar pochłaniania dźwięku w komorze pogłosowej wg PN-EN ISO 354
Wyznaczanie wskaźnika pochłaniania dźwięku na podstawie PN-EN ISO 11654

αW = 
Klasa pochłaniania dźwięku:

0,70 (H)
C

Wskaźnik i klasa pochłania dźwięku wg PN-EN ISO 11654
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Test Certificate 74515 - 1

BS 5852 Part 1: 1979 (Modified) – Methods of test for the ignitibility by smokers’ materials of upholstered composites for seating.

Conditioning:
The sample was conditioned for 72 hrs in ambient conditions then for at least 24 hrs in a specified atmosphere at 20 ± 5°C and 50 ± 20% relative
humidity.

Pre-Treatment:
Water soak procedure in accordance with BS 5651: 1978 – Clause 4 (as amended by The Furniture and Furnishings (Fire) (Safety) Regulations 1988

Schedule 4 Part 1 (The Cigarette test) and Schedule 5 Part 1 (The Match test) of The Furniture Furnishings (Fire) (Safety) Regulations 1988 (as
amended). S.I. 1324.

Test Methods:

Specification:

Report Details
Report Number

Service Requested
Customer Details
Company Name

Customer Contact

Customer Ref/PO

Sample DetailsAs supplied by the customer
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Fibre Composition

Quality/Batch Ref

Colour

Sample End Use

Model Ref

Sample Description TIFFANY

17 ELEPHANT

100% POLYESTER

SIC SP. Z O.O.

MAREK WOJCIECHOWSKI Company Address

Manufacturer

Supplier / Buyer

ROMANA 40/42
93-370 LODZ

74515 - 1 Date Submitted 18-Apr-19 Date Issued

BS 5852 Part 1: 1979 - Schedule 4 Part 1 & Schedule 5 Part 1 + Water Soak

25-Apr-19

Please note: The test results issued on this certificate refer only to the item tested and therefore does not relate to the lot or batch of the product /
sample. This test certificate shall not be duplicated. 

T: 0161 5050 650 E: technical@ifs-labs.com A: Textile Innovation House, 1 Lyons Road, Trafford Park, Manchester, M17 1RN
Copyright IFS Laboratories Limited



ATEST

infolookban@gmail.com

Lookban Sp. z o.o.
ul. Łobeska 7
60-182 Poznań

536 535 100   Tkaniny
536 535 200  Kotary
536 535 300 Technika Sceniczna

536 535 400  Montaż
536 535 500  Księgowość
536 535 600  Magazyn

www.lookban.com

Test Certificate 74515 - 1

Test Results
The Following test results relate only to the ignitibility of the combination of the materials under the particular conditions of test;
they are not intended as a means of assessing the full potential fire hazard of the materials in use.
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Test Type
Filling Material Used:

Test Type
Filling Material Used:

Schedule 4 Part 1

Schedule 5 Part 1

Initial Test
VP45 20-22Kg/m³

Initial Test
VP45 20-22Kg/m³

Repeat Test
VP45 20-22Kg/m³

Repeat Test
VP45 20-22Kg/m³

0.00

PASS

PASS

<60.0

0.00

PASS

PASS

<60.0

Please note: The test results issued on this certificate refer only to the item tested and therefore does not relate to the lot or batch of the product /
sample. This test certificate shall not be duplicated. 

T: 0161 5050 650 E: technical@ifs-labs.com A: Textile Innovation House, 1 Lyons Road, Trafford Park, Manchester, M17 1RN
Copyright IFS Laboratories Limited

Smouldering Duration [mm:ss]: Progressive smouldering and/or

flaming observed within one hour of 
the placement of the cigarette:
Evidence of melting:

Evidence of charring:

Evidence of dripping: Cover Split

Forcibly Extinguished

Test Result

Smouldering / Flaming / Glowing Duration [mm:ss]: 

Progressive smouldering observed within one hour after the removal of 
the flame:
Evidence of melting:

Evidence of charring:

Evidence of dripping: Flaming continued for more then 120 seconds after

the removal of the 
burner:
Forcibly Extinguished

Test Result
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Test Certificate 74515 - 1

Overall Result:PASS
The sample supplied meets the UK Furniture and Furnishing (Fire)(Safety) Regulations 1988 (amended 1989, 1993, 2010) S.I.1324

Zeb Alam
Operations Director

Authorised Signature:
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Please note: The test results issued on this certificate refer only to the item tested and therefore does not relate to the lot or batch of the product /
sample. This test certificate shall not be duplicated. 

T: 0161 5050 650 E: technical@ifs-labs.com A: Textile Innovation House, 1 Lyons Road, Trafford Park, Manchester, M17 1RN
Copyright IFS Laboratories Limited
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Karta techniczna jest dokumentem poglądowym, określenie faktycznej gramatury, oraz koloru tkaniny może nastąpić
dopiero po jej wyprodukowaniu.

PL UK DE

Odporność na ścieranie
125 000  (osnowa, wątek)
EN ISO 12947- 2

Abrasion Resistance
125 000 (warp, weft)
EN ISO 12947- 2

Scheuerfestigkeit
125 000  (kette, fäden)
EN ISO 12947- 2

Odporność na pilling
 5 (osnowa, wątek)
EN ISO 12945-2 (2 000 T/revs.)

Pilling resistance
5 (warp, weft)
EN ISO 12945-2 (2 000 T/revs.)

Pilling - Bestädigkeit
5 (kette, fäden)
EN ISO 12945-2 (2 000 T/revs.)

Odporność wybarwień na tarcie 
4-5 (suche), 4-5 (mokre)
EN ISO 105 - X12

Fastness to Dry Rubbing 
4-5 (dry), 4-5 (wet)
EN ISO 105 - X12

Reibechtheit
4-5 (dry), 4-5 (wet)
EN ISO 105 - X12

Odporność na rozdarcie
59,9 (osnowa), 42,2 (wątek) 
EN ISO 13937 - 3

Tear resistance
59,9 (warp), 42,2 (weft))
EN ISO 13937 - 3

reißfestigkeit
59,9 (kette), 42,2 (fäden)
EN ISO 13937 - 3

Akustyka 
Materiał pochłaniający dźwięk
PN-EN ISO 354 - C
PN-EN ISO 11654 - C

Acoustic
Sound absorbing material
PN-EN ISO 354 - C
PN-EN ISO 11654 - C

Akustik
Schallabsorbierendes Material
PN-EN ISO 354 - C
PN-EN ISO 11654 - C

Trudnopalność
BS 5852 - Na zamówienie

Flame retardant
BS 5852 - On request

Flamehemmend
BS 5852 - Auf Anfrage 

Odporność wybarwień na światło
4-5
EN ISO 105-B02

Colour fastness to light 
4-5
EN ISO 105-B02

Lichtechtheit
4-5
EN ISO 105-B02

https://www.google.com/search?rlz=1C1YTUH_plPL958PL958&q=rei%C3%9Ffestigkeit&spell=1&sa=X&ved=2ahUKEwiml8jL4syAAxWJgv0HHUfFCv0QkeECKAB6BAgOEAE

